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FOREWORD 
 

These Standard Drawings were prepared under the direction of 
Mark A. Steuer, Director of Engineering Services/City Engineer.  
They have been prepared to be used for projects that will 
benefit the public.  Although broad in scope, they do not cover 
every circumstance that will be confronted in public projects.  
Some situations may call for special design details; however, 
these standards should be used wherever possible. 
 
Thank You. 
 
 
Dennis Michael, Mayor 
 
John R. Gillison, AICP, City Manager 
 
Mark A. Steuer, P.E. 
Director of Engineering Services/City Engineer 
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ROADWAY SECTIONS 
RIGHT -OF-WAY AND CURB RETURN RADII 
DRIVE APPROACH & SIDEWALK 
ACCESS RAMP 
SIDEWALK AND RAMP LAYOUT AND JOINT DETAIL 
CURB AND GUTTER-BARRIER 
ROLLED CURB AND GUTTER 
COBBLE CURB AND GUTTER 
LIMITED ACCESS CURB 
CROSS AND LONGITUDINAL GUTTERS < 4% GRADE 
SPECIAL CROSS GUTTER STEEP GRADES ~ 4% 
CURBSIDE DRAIN OUTLET -LOW CAPACITY 
CURBSIDE DRAIN OUTLET -MEDIUM CAPACITY 
CURBSIDE DRAIN OUTLET -LARGE CAPACITY 
MEDIAN TAPER 
MEDIAN FLARE 
STANDARD KNUCKLE 
CUL-DE-SAC 
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FLAT WALL PULL BOX 
RCMU ELECTRICAL ONLY TRENCH 
RCMU FIBER OFTIC ONLY TRENCH 
JOINT UTILITY TRENCH FIBER OPTIC/RCMU ELECTRIC 
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ROUNDED PIPE ENDS IN DRAINAGE STRUCTURE 
PIPE CONNECTIONS TO EXISTING STORM DRAINS 
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PAVEMENT TRANSITION 
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TRAFFIC SIGNAL INTERCONNECT TERMINATION DETAIL 
RCMU DECORATIVE STREET LIGHTS 
RCMU MARBLELITE STREET LIGHTS 

500 LANDSCAPING AND IRRIGATION 
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1~:--1/2 R/W--~ '-·-------1 12 w ----~-- p _ ___, 
l_-A--1.....,_111--A-- 2' ....,.._ S /W 

I SLOPED,~ 
Cs._LE~E_L- ~_lj_N_£ -~ F1 ~ 

~~@. )' ' Qv · · .. -;-- .. ':t--- SEE STD. No. 1 04 

(__ ~ GRADE ~FOR SECONDARY & LARGER STREETS 

AGG. BASE A.C. PVMT. 
SEE NOTES SEE NOTES 

TYPICAL HALF ROADWAY SECTION 

DESIGNATION R/W w p A a b c AC" /BASE" T.l. 

INDUSTRIAL 66' 44' 1 1 ' 2@10' .13 .30 I 4"/4" 7 

LOCAL 60' 36' 12' 2@8' .20 .34 I 3" /4" 5 

COLLECTOR 66' 44' 1 1 ' 2@1 0' .13 .30 1/ 4"/4" 6 

"* 5"/6" SECONDARY 88' 64' 12' 3@1 0' .04 .13 .30 8 

"* 9 MAJOR 1 00' 72' 14' 3@11.33' . 1 1 .08 .28 SPECIAL -
DIVIDED MAJOR 120' 94' 13' 

3@10' DESIGN 9 & 1 @8' 

"*- ABOVE LEVEL LINE 

NOTES: 

1. THE LEVEL LINE OFFSETS ARE BASED UPON A STRAIGHT GRADE CROSSFALL OF 1.70%. 
EXCEPT DIVIDED MAJOR WHICH TAKES SPECIAL DESIGN. 

2. THICKNESS OF STRUCTURAL SECTION SHALL BE AS DETERMINED BY SOILS REPORT, TRAFFIC 
INDEX AND STREET DESIGNATION, PREPARED BY SOILS ENGINEER PRIOR TO FINAL APPROVAL 
OF IMPROVEMENT PLANS. MINIMUM THICKNESS, PER TABLE, PREVAIL. 

3. A. C. OVERLAYS & FINISH COURSES, MIN. 0.1 ', C2-AR-4000. BASE COURSES MIN. 0.15' 
B-AR-4000. SINGLE LIFTS SHALL BE C2-AR-4000. FINISH & MULTI-LIFTS SHALL BE 1/3 
SECTION THICKNESS, MINIMUM. 

4. CRUSHED BASE SHALL BE AGGREGATE OR SLAG AGGREGATES. 

5. A.C. MAY BE SUBSTITUTED FOR BASE AS DETERMINED BY SOILS ENGINEER, AT NO TIME CAN 
BASE BE LESS THAN 4". 

6. SIDEWALKS MINIMUM WIDTHS VARY: 4' AT PROPERTY LINE, STANDARD; 5' ADJACENT TO WALLS; 
6' ADJACENT TO CURBS, OR 4' CURVILINEAR. 

~ CITY OF RANCHO CUCAMONGA, CALIFORNIA 
0J 

,_:_ APPROVED BY: 

r- ROADWAY SECTIONS 
~~hV~ ~hr~----------------~ 
G:; CITY @4'GINEER ·~ USE WITH STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION 
a: R.C.E. 24953 
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CURB R=35' 
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DESIGNATION 

INDUSTRIAL 

LOCAL 

COLLECTOR 

SECONDARY 

MAJOR 

MAJOR-DIVIDED 

L 
CURB R=35' 

R/W ROADBED 

66' 44' 

60' 36' 

66' 44' 

88' 64' 

1 00' 72' 

120' 94' 

~I 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
APPROVED BY' 

CITY ENGINEER 
R.C.E. 24953 

RIGHT-OF-WAY AND CURB 
RETURN RADII 

DATE USE WITH STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION 
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MIN 

B., 
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I 
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L.J..._ ____ L..,_ __ --1-------------4----------
1 

I 
I MED.BROOM 

WEAKENED PLANE ,...-------------. 
JT. (TYP) 

NON-CONTIGUOUS 
SIDEWALK 

ALTERNATE N0.1 
"WING" APPROACH 

1----~ 

ALTERNATE N0.2 
STRAIGHT APPROACH 

WEAKENED PLANE 
OR COLD JOINT 

COLD JT. OR 1 

SCORE LINE 

(1/2" R) 

6" PLUS CURB 
HEIGHT (MIN) 

1/2"R 
SECTION B-B 

TYPE R-1 

USE ONLY WITH PRIOR APPROVAL OF CITY ENGINEER 

CONTIGUOUS 
SIDEWALK 

WEAKENED PLANE JOINT (TYP) 

B~ 

MED. BROOM COLD JOINT OR 
SCORE LINE 

R=2' (TYP) 

CURB & GUTIER 

SECTION C-C 

TYPE R-2 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
STANDARD PLAN 

DRIVE APPROACH & SIDEWALK 
101 

SHEET 1 OF 3 
DATE 
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EXAMPLE OF 
NON-CONTIGUOUS 
SIDEWALK 

WEAKENED PLANE JOINT 
(TYPICAL) 

1 o' MAX 1 s s.s'R 
~~--~~~~~~) 

EXAMPLE OF 
CONTIGUOUS 
SIDEWALK 

O"C.F. 

-4----
1 

MEDIUM BRPOM ... 

I 

''W" WIDTH OF DRIVE = 35' MIN TO 50' MAX CURB 
& 

GUTIER 
EXPANSION JT. 

REMOVAL LIMITS 

1/2" R. "H" VARIES FROM FULL CURB HEIGHT AT I STREET TO ZERO AT SIDEWALK 

4" "SHINER" 
AT FLOW LINE 

3/4" LIP (1/2" R) 

EXPANSION JT. 

REMOVAL LIMITS 

NOTE: CURB RETURN TO BE 
POURED MONOLITHIC 
WITH DRIVE APPROACH. 

leuRS HEIGHT PLUS 8" min. 

ROADWAY SURFACE 

SECTION B-B 
TYPE C 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
BY: STANDARD PLAN 

DRIVE APPROACH & SIDEWALK 
101 
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NOTES: 

1. The drive approach shall be constructed with 520-C-2500 P.C.C. If the approach is to be used soon 
after installation, a high early strength concrete mix (660-C-4000) may be used as approved by the 
City Engineer. 

2. A white pigmented (TYPE 2) curing compound per section 201-4.1 shall be applied to exposed concrete 
surfaces per section 303-5.6. 

3. When installing a drive approach where curb and gutter exist, the entire curb and gutter shall be removed. 

4. On severe water carrying streets special designs may be necessary. 

5. The total width of all drive approaches shall not exceed 40% of the lot frontage. 

6. The difference in the slope of the driveway ramp and the slope of the five (5) feet of the street adjacent 
to the gutter shall not exceed 15%. 

7. TYPE R-1&2: 

a. Use for single family residential properties on local residential streets. 

b. ''W" shall be 12 feet minimum, 16 feet maximum for 1 or 2 car garages and 24 feet maximum for 
all others. 

c. The outermost edge of the approach shall be minimum of 5 feet from the projection of the side 
property line, 10 feet from a B.C.R. and 20 feet between approaches on the same lot unless otherwise 
approved by the City Engineer. 

8. TYPE C: 

a. Use for all cases other than 7.a. above. 

b. The radius "R" of the curb return shall equal the distance from the curb face to the near edge of 
the sidewalk with a minimum of 6.5 feet and a maximum of 20 feet. The curb return shall be poured 
monolithic with the drive approach. 

c. For single family residential properties on collector or larger streets, "W" shall conform to note 7.b 
and the concrete thickness may be reduced to 6 inches. 

d. For streets with cobble curb & gutter (Standard Plan 1 05-8), the cobble shall extend as far as 
possible into the curb return. 

~r------------------------------------------------------------------------------------------~ 
I 

'<!" CITY OF RANCHO CUCAMONGA, CALIFORNIA 
I r----------------------.----------------------------------------------------------~--------------~ 

~"- APPROVED BY: STANDARD PLAN 

--1,1 ;/\/VI 4 /J DRIVE APPROACH & SIDEWALK i' '/U Y17 ftafi-ltt-crl 
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~ USE WITH STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION 

R.C. . 24953 
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CURB HEIGHT L X 
6" 8' 5' 

8" 11' 7' 

EXP 
JOINT 

WEAKENED 
f'-. PLANE JOINT-~---

~ BACK J S/W 
0 
...-

R/W 

WEAKENED 
PLANE JOINT 

EXP 
JOINT 

EXP 
JOINT 

/ 
/ 

.... -_.. 

/\_* 

I 

CURB & 
GUTIER 

DUAL RAMP RETURN 
USE AT SECONDARY/SECONDARY OR 
LARGER STREET INTERSECTIONS OR 
WHERE APPROVED BY CITY ENGINEER 

CURB AND 
GUTIER 

SINGLE RAMP RETURN 
* ADDITIONAL SIDEWALK AREA FOR 

TRAFFIC SIGNAL INSTALLATION. 

OF RANCHO CUCAMONGA, CALIFORNIA 
STANDARD PLAN 

ACCESS RAMP 
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I 

N 
N 
I 

0 

L 

6" 

SECTION A - A 

APPROXIMATELY 3/4" ON CENTER 

GROOVING DETAIL 

NOTES: 

1. PARKWAY WIDTHS ARE AS SHOWN ON THE PLANS. 

2. SIDEWALK WIDTHS TO BE AS PER STD. DWG. 1 03. 

It 
I- 0.5' MIN. 
I 
I 

I 
I 
I 

SEE GROOVE DETAIL 

3. RAMPS SHALL NOT BE PLACED IN CENTER OF RETURN ON WATER CARRYING STREETS. 

4. RAMPS SHALL HAVE HEAVY BROOM FINISH TRANSVERSE TO RAMP AXIS. 

5. RAMPS SHALL HAVE A SURFACE APPLIED TRUNCATED DOME DETECTABLE WARNING 
SURFACE AS SUPPLIED BY ADA SOLUTIONS, INC. OR APPROVED EQUAL. COLOR SHALL 
BE DARK GRAY. 

6. DETECTABLE WARNING SURFACES SHALL CONFORM TO CALTRANS STD. PLAN RSP A88A. 

OF RANCHO CUCAMONGA, CALIFORNIA 
STANDARD PLAN 

ACCESS RAMP 
102 
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ACCESS RAMP 
SEE STD. DWG. 1 D2 

t; 
a. 
X w, 

: 

I 
\n-:: 
1(.) 
:w 

" j 
EXP JT ______ ---------------_1'!~13_ _____________ ._\1 

RADIAL 

2.5" MIN 

PROPERTY LINE 

EXP JT 

--s;w--

ACCESS RAMPS 
SEE STD. OWG. 102 

DRIVEWAY (RESIDENTIAL) 

W/CONTIGUOUS 1:=1 0' MAX=--! 
SIDEWALK SEE STD. DWG. 1 01 -A I 

LEGEND 
EXP JT EXPANSION JOINT 

WPJ WEAKENED PLANE JOINT 
BCR BEGIN CURB RETURN 
ECR 

SL 
S/W 

p 

S/W 

END CURB RETURN 
SCORE LINE 
SIDEWALK 
PARKWAY WIDTH 

DIMENSIONS 
4' MINIMUM 
5' MIN. ADJACENT TO WALLS 
6' MIN. ADJACENT TO CURBS 

2.5' MINIMUM FOR CURVILINEAR ONLY 

P2 0.5' MINIMUM 

RAD 1 p
1 

RAD2 p1 + S/W 

NOTES: 
1. WEAKENED PLANE JOINTS SHALL BE USED FOR 

ALL JOINTS, EXCEPT EXPANSION JOINTS SHALL 
BE PLACED IN CURB. GUTTER AND SIDEWALK AT 
THE BCR AND ECR, AND AROUND UTILITY POLES 
LOCATED IN SIDEWALK AREAS. 

2. CURB AND GUTTER SHALL BE CONSTRUCTED 
SEPARATELY FROM SIDE WALK. 

3. WEAKENED PLANE JOINTS SHALL BE CONSTRUCTED 
AT REGULAR INTERVALS NOT EXCEEDING 1 0 FEET 
WALK AND CURB JOINTS SHALL BE ALIGNED. 

DRIVEWAY (RESIDENTIAL) 
W/NON-CONTIGUOUS SIDEWALK 
SEE STD. DWG. 1 01 -A 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 

BY: 
SIDEWALK AND RAMP 

STANDARD PLAN 
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CURB 

ACCESS RAMPS 
PER STD. DWG 102 

: 

l 
n::\ 
u: 

WI 
: 

WpJ '-._ J 

,"'- I 
EXP JT __ ----------~):;_13 ___________________ :~ 

UTILITY OR 
OBSTRUCTION 
NOT FLUSH TO 
CURB 

PROPERTY LINE 

BCR ------- -----------------------------------;;: 

/l 

WHEELCHAIR 
ACCESS RAMP 
PER STD. DWG 1 02 

/ ! 
C.i'v/ i 

/ : 
~ o::! 

u: w: 
l 

i 

EXP JT 

EXP JT 
WPJ 
BCR 
ECR 

WPJ 

EXPANSION JOINT 

DRIVEWAY (COMMERCIAL) 
W/CONTIGUOUS SIDEWALK 
SEE STD. DWG. 1 01-C 

WEAKENED PLANE JOINT 
BEGIN CURB RETURN 
END CURB RETURN 

SL SCORE LINE 
S/W SIDEWALK 

P PARKWAY WIDTH 

S/W 

NOTES: 

DIMENSIONS 
4' MINIMUM 
5' MIN. ADJACENT TO WALLS 
6' MIN. ADJACENT TO CURBS 

2.5' MINIMUM 

0.5' MINIMUM 

p1 

P2 + S/W 

1. WEAKENED PLANE JOINTS SHALL BE USED FOR 
ALL JOINTS, EXCEPT EXPANSION JOINTS SHALL 
BE PLACED IN CURB, GUTTER AND SIDEWALK AT 
THE BCR AND ECR, AND AROUND UTILITY POLES 
LOCATED IN SIDEWALK AREAS. 

2. CURB AND GUTTER SHALL BE CONSTRUCTED 
SEPARATELY FROM SIDE WALK. 

3. WEAKENED PLANE JOINTS SHALL BE CONSTRUCTED 
AT REGULAR INTERVALS NOT EXCEEDING 10 FEET 
WALK AND CURB JOINTS SHALL BE ALIGNED. 

DRIVEWAY (COMMERCIAL) 
W/NON-CONTIGUOUS 
SIDEWALK 
SEE STD. DWG. 1 01-C 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
BY: SIDEWALK 

LAYOUT AND 
AND RAMP 
JOINT DETAIL 

USE WITH STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION 

STANDARD PLAN 
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w 
z 
=:J 

T.C. 

BATTER 2:8 

NOTES 

A1-6 
AND 

A1-8 

w 
z 
=:J 

m 
0:: 
::) 

6" u 

T.C. 

BATTER 2:8 

'4 
A .<1 \! 

A3-6 
AND 

A3-8 

w 

LEVEL 

=--=t_-

1. ALL DIMENSIONS ARE MEASURED IN INCHES. 
2. "CF'' IS THE LAST NUMBER IN THE DESIGNATION. 
3. "V{' IS 24" UNLESS OTHERWISE SPECIFIED. 

lL 
0 

4. TYPES A 1, A2, A3 AND C 1 ARE CONSTURCTED OF PORTLAND CEMENT 
CONCRETE (520-C-2500). 

5. TYPE D1 SHALL BE CONSTRUCTED OF TYPE C2-AR-8000 ASPHALT CONCRETE 
AND SHALL, WHERE APPLICABLE, BE BONDED TO THE EXISTING PAVEMENT BY 
A TACK COAT AS PER SECTION 302-5.4 OF THE STANDARD SPECIFICATIONS. 

6. TYPE Cl CURB SHALL BE ANCHORED WITH DOWELS AS SHOWN OR WITH AN 
EPOXY APPROVED BY THE ENGINEER. 

7. ALL EXPOSED CORNERS ON PCC CURBS AND GUTTERS TO BE ROUNDED 
WITH A 1 /2" RADIUS 

8. CONSTRUCT WEAKENED PLANE JOINTS AT REGULAR INTERVALS NOT 
EXCEEDING 1 0 FEET. 

PLACE 3/4" DOWEL PINS (MINIMUM OF 4) AT ALL EXPANSION JOINTS 
WHERE THE FLOW LINE GRADIENT IS LESS THAN 0.40%, TO HOLD ADJACENT 
GUTTER SECTIONS IN ALIGNMENT. 

TYPE A2 CURB AND GUTTER MAY ALSO BE APPLIED TO A 12" CURB FACE 
i.e. A2-12 REFERS TO A CURB AND GUTTER WHERE CF=12". 
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ELEVATION PT. ON PROFILE 

A 8 c 
4" s" 4" 

6" 1 2" 6" 

NOTES 

t--------- 3'-6" ----------; 

1'-d' il" 1-6' ---t-- 1'-0" 

2'-6"R P.l. 

1. PROVIDE A 20 FT. MINIMUM TRANSITION TO CURB RETURNS AND DRAINAGE STRUCTURES. 

2. PLACE 3/4" DOWEL PINS (MINIMUM OF 4) AT ALL EXPANSION JOINTS WHERE THE FLOW LINE 
GRADIENT IS LESS THAN 0.40% TO HOLD ADJACENT GUTTER SECTIONS IN ALIGNMENT. 

3. CONSTRUCT WEAKENED PLANE JOINTS AT REGULAR INTERVALS NOT EXCEEDING 10 FEET. 

4. PORTLAND CEMENT CONCRETE SHALL BE 520-C-2500. 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
STANDARD PLAN 

ROLLED CURB AND GUTTER 
105-A 
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-TO_N_:_·==l--r------.---TOP OF CURB 

.?B.B88U8c88. MORTAR 

FLOW LINE 

#4@24" o.c. 1 /2" 

18" 

COBB 

NOTES: 

FRONT VIEW 

CURB & GUTTER 

-PAVEMENT 
SURFACE 

"A' BARS (3) ARE #4 
CONTINUOUS- LAP 12" 
WHEN REQUIRED & EXTEND 
12" AS DOWEL 

1. COMMENCE BY POURING DRIVE APRON AND/OR GUTIER SECTION WITH 
REINr-ORCEMENT IN PLACE AND WET SET THE FIRST COURSE OF COBBLES. 

2. FINISH LAYING OF COBBLE FACE USING MORTAR PER STANDARD 
SPECIFICATION 201-5 CLASS. 

3. COMPLETE CONSTRUCTION BY POURING BACK PORTION OF CURB AND THE 
TOP CAP WITH LONGITUDINAL REINFORCEMENT IN PLACE. 

4. CONCRETE SHALL BE 61 0-D-2500 PORTLAND CEMENT CONCRETE. 

5. COBBLE SHALL BE CLEAN SMOOTH ROUNDED STONES OF UNIFORM SIZE 
SELECTED TO PRODUCE A STAGGERED TWO-COURSE CURB FACE WITH 
OCCASIONAL INCLUSION OF LONGER SINGLE STONE ELEMENTS. ---
CITY OF RANCHO CUCAMONGA, CALIFORNIA 

STANDARD PLAN 

COBBLE CURB & GUTTER 
105-B 
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NOTES: 

* 

.......-----------* 48" -----------Jj"""" 

~----24"-----r----- *24" ---~ 

J 
co 

3/4" LIP 
318 

.. 

4" SHINER 

*THESE DIMENSIONS TO MATCH EXISTING OR PROPOSED, IN 
CONFORMANCE WITH CITY STD. 104, 1 05-A AND 105 B. 

1. MAXIMUM LENGTH OF INSTALLATION SHALL BE 25 FEET FOR 
FIRE ACCESS LANES. 

2. THE LENGTH OF TRANSITION FROM NORMAL CURB TO ACCESS 
CURB SHALL BE 4 FEET. 

3. WEAKENED PLANE JOINTS SHALL BE CONSTRUCTED NOT MORE 
THAN 10 FEET APART. 

4. ALL CURBS SHALL BE CONSTRUCTED OF PORTLAND CONCRETE 
CEMENT 520-C 2500. 

5. PLACE 3/ 4" DOWEL PINS AT ALL EXPANSION JOINTS WHEN 
FLOW LINE GRADE IS LESS THAN 0.40%. 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
STANDARD PLAN 
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~~~~~~lftD1qT(E~-------------------------~ 

USE WITH STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION 

105-C 
SHEET 1 OF 1 



I LEVELl 

SECTION A-A 

B" 

SECTION 8-8 

B" C.A.B. 

SECTION C-C 

GUTTER TRANSITlON 

'--~<-t--NORt.1AL CF 
MINUS 2" 

in in - -
'TYPICAL CROSS GUTIER PLAN 

WEAKENED PLANE 
JOINTS PER NOTES 
1 AND 2 

'TYPICAL JOINT PLAN 

WEAKENED PLANE JOINT OR 
OPTIONAL COLD JOINT 
PER NOTES 1, 2 AND 3 

EXP. JOINT NEEDED WHEN 
W=46' OR MORE 

NOTES: 
1. WEAKENED-PLANE AND/OR COLD JOINTS SHALL BE PLACED IN CURB 

AND GUTTER AT LOCATIONS SHOWN ON THE TYPICAL JOINT PLAN HEREON. 
2. WEAKENED-PLANE JOINTs SHALL BE PLASTIC CONTROL JOINTS OR 1 1/2" 

DEEP SAW CUTS. CONCRETE SAWING SHALL TAKE PLACE WITHIN 24 HOURS 
AFTER CONCRETE IS PLACED. 

3 . DOWELS FOR COLD JOINTS SHALL BE NO. 4 BARS, 1 B INCHES LONG 
AT 12" O.C. OR EQUALLY SPACED. 

4. PLACE A WEAKENED-PLANE OR COLD JOINT WHERE LONGITUDINAL 
ALLEY GUTTER JOINS CONCRETE ALLEY INTERSECTION. 

5. ALL EXPOSED CORNERS ON PCC GUTTERS TO BE ROUNDED WITH 1 /2" 
RADIUS. 

6. CONCRETE SHALL BE INTEGRAL WITH CURB UNLESS OTHERWISE SPECIFIED. 
USE SECTION D-D FOR ALL STREETS. 

7. SUPPORT ALL CROSS GUTIERS, SPANDRELS AND ADJACENT CURBS AND 
GUTTERS ON A MINIMUM B INCH CRUSHED AGGREGATE BASE. 

8 . STREETS HAVING LESS THAN 0.4"- GRADE REQUIRE SPECIAL DESIGN. 

SECTION 0-D 

LONGITUDINAL 
GUTIER 

B" C.A.B. 

CITY OF RANCHO CUCAMONGA, CALIFORNIA 
CROSS AND LONGITUDINAL STANDARD PLAN 
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